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			Our Plunger Pumps are generally driven by electric and hydraulic motors, engines and truck PTO, they handle flow from 2 to 400 l/min (0,5 to 100 GPM) and pressure up to 1250 bar (18130 PSI)
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						From 2 to 15 l/min


max. 170 bar
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						From 9  to 15 l/min


max. 200 bar
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						From 13 to 21 l/min


max. 200 bar
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						From 13 to 21 l/min


max. 300 bar
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						From 21 to 70 l/min


Max. 200 bar
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						From 17 to 50 l/min


max. 350 bar
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						From 15 to 22 l/min


max. 500 bar
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						From 12 to 20 l/min


max. 500 bar
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						From 25 to 150 l/min


max. 500 bar
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						From 18 to 31 l/min


Max. 500 bar
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						From 18 to 31 l/min


max. 500 bar
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						From 67 to 240 l/min


max. 60 bar
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						From 84 to 200 l/min


max. 100 bar
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						From 25 to 71 l/min


max. 600 bar
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						from 21 to 30 l/min


max. 600 bar
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						From 60 to 200 l/min


max. 350 bar
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						From 260 to 412 l/min


max. 60 bar
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						From 40 l/min


max. 600 bar
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						From 15 to 25 l/min


max. 1250 bar
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						From 125 to 240 l/min


max. 220 bar
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						From 124 to 400 l/min


max. 300 bar
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						From 5 to 13 l/min


max. 150 bar
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						From 15 to 21 l/min


max. 200 bar
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						From 27 to 50 l/min


max. 200 bar
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						From 75 to 100 l/min


max. 150 bar
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						From 100 to 160 l/min


max. 200 bar
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						From 11 to 13 l/min


max. 200 bar
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						From 15 to 21 l/min


max. 200 bar
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