Elettropompe B Pump Engine Units

CODICE |  MODELLO PORTATA PRESSIONE POTENZA | VOLTAGGIO ACCOPPIAMENTO
CODE MODEL FLOW PRESSURE POWER VOLTAGE COUPLING
| Umin | GPM___bar | PSI___HP | kW | Vo ____________________|

497700 ED-PNC 11/11S 11.0 29 110 1595 3.0 22 230

498000 ED-PNC 11/11 8 11.0 2.9 110 1595 3.0 22 230 - 400

497900 ED-PNC 13/12S 13.0 3.4 120 1740 4.0 3.0 230 - 400

260300 ED-PKC 15/15 S 156.0 4.0 150 2175 5.5 4.1 230 - 400

970900 ED-BC 15/15S 15.0 4.0 150 2175 515 4.1 230 - 400

1450 970600 ED-BC 15/20 S 15.0 4.0 200 2900 7.5 5.6 230 - 400 %;g?

264900 ED-BC 21/15S 21.0 5.5 140 2030 7.5 5.6 230 - 400

970800 ED-CC 26/20 S 26.0 6.9 150 2175 10.0 7.5 230 - 400

264000 ED-CC 30/20 S 30.0 7.9 200 2900 15.0 11.2 400 - 690

971000 ED-CC 38/17 S 38.0 10.0 170 2465 15.0 11.2 400 - 690

971100 ED-CKC 21/30 S 21.0 515 300 4350 15.0 11.2 400 - 690

m CODICE |  MODELLO PORTATA PRESSIONE POTENZA | VOLTAGGIO ACCOPPIAMENTO
CODE MODEL FLOW PRESSURE POWER VOLTAGE COUPLING
| | ymn | GPM | bar | PSL_| WP | kW | Vo

264100 EF-CC 30/20 S 30.0 7.9 200 2900 15.0 11.2 400 - 690

970700 EF-CC 38/17 S 38.0 10.0 170 2465 15.0 11.2 400 - 690

1450 971300 EF-CKC 17/36 S 17.0 4.5 350 5075 15.0 11.2 400 - 690 FLANGIA + GIUNTO ELASTICO

971200 EF-CKC 21/30 S 21.0 55 300 4350 15.0 11.2 400 - 690 FLANGE + FLEXIBLE COUPLING
971400 EF-CKC 21/36 S 21.0 B 350 5075 20.0 156.0 400 - 690

264300 EF-CHC 16/50 S 16.0 4.2 500 7250 20.0 156.0 400 - 690





